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Hidralils Kilavuz Celsme Malsinasi
Hydraulic Tapping Machines

( M5 - M24 ) BHI5 O1

Teknik Ozellikler Technical Specifications
- M5 - M24 Kilavuz cekme kapasitesi - M5 - M24 tapping capacity
- Yiiksek hiz ve tork saglayan cift kademe - Dual stage transmission system that provides high speed
sanziman sistemi and torque
-2.2 KW - 380V Elektrik motoru - 2.2 KW - 380 V Electric motor
- Operator glivenligi icin 24 V calisma voltaji - 24\ operating voltage for operator safety
- Istege gére ayarlanabilir devir ayari - Adjustable speed setting
- Istege gére ayarlanabilir basing - tork ayari - Adjustable pressure - torque setting
- Gligli govde - Robust and rigid body structure
- 2050 mm'ye kadar uzanabilen hareketli - Movable arm mechanism that can extend
kol mekanizmasi up to 2050 mm
- Dikey, yatay ve acili kilavuz cekebilme - Ability to guide vertically, horizontally and angle tapping
- Hizli ve kolay takim degistirme - Quick and easy tool changing
- Ozel tutucular sayesinde takim kirlma emniyeti - With safety guide holder to eliminate the problem
- Elektrik motorunun ve hidrolik pompanin of cracking guide
ters yone calismasini engelleyen faz koruma sistemi - Phase protection realy blocks to work engine reverse

direction thus prevents to damage hyraulic pump

Hidraolils Kilavuz Celsme Malsinasi
Hydraulic Tapping Machines
( M5 - M24 ) BHK 02

Teknik Ozellikler

- M5 - M24 Kilavuz cekme kapasitesi
-3 KW - 380 V Elektrik motoru

- Operator guvenligi icin 24 V ¢alisma voltaji - 24 V operating voltage for operator safety
- Istege gére ayarlanabilir devir ayari

- Istege gére ayarlanabilir basing - tork ayari

- Guclii gévde

- 2050 mm'ye kadar uzanabilen hareketli

kol mekanizmasi

- Dikey, yatay ve acili kilavuz ¢cekebilme
- Hizli ve kolay takim degistirme

- Ozel tutucular sayesinde takim kirllma emniyeti - With safety guide holder to eliminate the problem
- Faz koruma rélesi sayesinde elektrik motorunun ters of cracking guide
yone calismasini engelleyerek hidrolik pompa’nin - Phase protection realy blocks to work engine reverse direction

zarar gérmesini engelleme

Technical Specifications

- M5 - M24 tapping capacity
- 3 KW - 380V Electric motor

- Adjustable speed setting
- Adjustable pressure - torque setting
- Robust and rigid body structure
- Movable arm mechanism that can extend
up to 2050 mm
- Ability to guide vertically, horizontally and angle tapping
- Quick and easy tool changing

thus prevents to damage hyraulic pump

Hidralils Kilavuz Celsme Malsinasi
Hydraulic Tapping Machines
(M5 - M36 ) BHI5 03

Teknik Ozellikler Technical Specifications
- M5 - M36 Kilavuz cekme kapasitesi - Between ,M5 - M36 tapping capacity
-4 KW - 380V Elektrik motoru -4 KW - 380 V Electric motor
- Operator glivenligi icin 24 V calisma voltaji - 24 V operating voltage for operator safety
- Istege gore ayarlanabilir devir ayan - Adjustable speed setting
- Istege gore ayarlanabilir basing - tork ayari - Adjustable pressure - torque setting
- Guglii govde - Robust and rigid body structure
- 2050 mm'ye kadar uzanabilen hareketli - Movable arm mechanism that can extend
kol mekanizmasi up to 2050 mm
- Dikey, yatay ve acili kilavuz cekebilme - Ability to guide vertically, horizontally and angle tapping
- Hizh ve kolay takim degistirme - Quick and easy tool changing
- Ozel tutucular sayesinde takim kirilma emniyeti - With safety guide holder to eliminate the problem
- Faz koruma rélesi sayesinde elektrik motorunun ters of cracking guide
yone calismasini engelleyerek hidrolik pompa’nin - Phase protection relay blocks to work engine
zarar gérmesini korur. reverse direction thus prevents to damage

hydraulic pump
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( M3 - MIG ) BHI5 04

Teknik Ozellikler

- M3 - M16 Kilavuz cekme kapasitesi
- Yiiksek verimli ve akilli elektro motor suirticti
- 220V yuksek verimli servo motor
- Operator guivenligi icin 24 V calisma voltaji
- Istege gére ayarlanabilir hiz ayar
- Glgli govde
- 2050 mm'ye kadar uzanabilen hareketli
kol mekanizmasi
- Dikey, yatay ve acili kilavuz ¢cekebilme
- Hizl ve kolay takim degistirme
- Ozel tutucular sayesinde takim kirllma emniyeti

Pndmatils IKilavuz Celsme Malsinasi
Pneumatic Manual Tapping Machines
( M3 - MI2 ) BHIK 05

5ervo Motorlu Kilavuz Celsme Malsinasi
Electronic Tapping Machines

Technical Specifications

- Between, M5 - M16 tapping capacity

- Highly efficient and intelligent electro motor drive.
- 220V high efficiency servo motor

- 24V operating voltage for operator safety

- Adjustable speed setting

- Robust and rigid body structure

- Movable arm mechanism that can extend

up to 2050 mm
- Ability to guide vertically, horizontally and angle tapping
- Quick and easy tool changing
- With safety guide holder to eliminate the problem

of cracking guide

Teknik Ozellikler

- M3 - M12 Kilavuz cekme kapasitesi

- Japon Menseli ylksek verimli ve uzun émrli

pnématik motor

- 2050 mm'ye kadar uzanabilen hareketli

kol mekanizmasi

- Dikey, yatay ve acili kilavuz ¢cekebilme

- Hizli ve kolay takim degistirme

- Emniyetli kilavuz tutucular sayesinde kilavuz

kirmama 6zelligi

Technical Specifications

- M3 - M12 tapping capacity

- Pneumatic motor with high efficiency and

long life

- Movable arm mechanism that can extend

up to 2050 mm

- Ability to guide vertically, horizontally
and angle tapping

- Quick and easy tool changing

- With safety guide holder to eliminate the problem
of cracking guide

- Standard accessory is FRL

- The machine table and the frame are optional

- Standart aksesuar sartlandirici
- Makina tablasi ve kasasi opsiyoneldir

Telsnils Ozellilkler / Technical Informations

KAPASITE | piVirsavisi | DEViRsavisi | MOTORGOCO | AGRLIK
1. Stage Speed | 2. Stage Speed

BHK 01 M5-M24 150 (Rpm) 600 (Rpm) 2.2 KW 200 kg

BHK 02 M5-M24 200 - 400 (Rpm) - 3 KW 200 kg

BHK 03 M5-M36__[150 - 300 (Rpm) - 4 KW 240 kg

BHK 04 M3-M16 50 - 600 (Rpm) - ELEKTRO MOTOR 130 kg

BHK 05 M3-M12 200 - 400 (Rpm) - PNEUMATIC 90 kg

Teknilk Oiciiler / Technical Dimensions

width | See | hegm | A | B | ¢ | ®
BHK 01 700 900 900 500 | 2050 [ 920 700
BHK 02 700 900 900 500 | 2050 [ 920 700
BHK 03 | 700 900 900 500 [ 2050 | 920 700
BHK 04 | 700 900 900 500 | 2050 | 920 700
BHKO05 | 700 900 900 500 | 2050 | 920 700
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C€E UALIN BILGILERI
Product Informations

Bluetech Kilavuz Celsme Makinasi

Bluetech kilavuz gcekme makinalari, kilavuz cekme problemlerine son vermek amaciyla Uretilen, son derece ergonomik ve gugli
makinalardir. M5 ile M36 arasindaki her ¢apta kilavuz ¢ekebilen BHK serisi makineler, sahip olduklari ¢ift kademeli sanzuman
sayesinde istenen tork ve devirlere ayarlanabilmekte, bu sayede gorevlerini hatasiz ve en kolay sekilde yerine getirmektedir.

Makine Uzerinde bulunan hareketli kol mekanizmasi, genis bir alani tarayabilmekte, hem T kanalli tabla tGzerine baglanan pargalara,
hem de makina gevresinde bulunan diger noktalara en hassas sekilde yaklasabilmektedir. Agisi degistirilebilir kafa, is pargasinin
konumuna gore, yatay, dikey ya da aclli olarak ayarlanabilmekte, istenen her agida kolaylikla sabitlenebilmektedir.

Bluetech BHK serisi makinalari, sadece kilavuz gekmede degil, raybalama, havsalama ve pafta cekme islemlerinizde de kullanabilir,
bitin bu islemlerinizi en kisa zamanda ve en hatasiz sekilde yerine getirebilirsiniz.

Bluetech Tapping Machines

Bluetech tapping machines are produced to put an end to the tapping problems, and they are extremely ergonomic and powerful.
BHK series machines can be guide in each diameter between M5 and M36, thanks to their dual-stage
transmission stage can be set to the desired torque and speed gearbox thanks fulfills tasks so that the most accurate and easily.

Movable arm mechanism on the machine can scan a large area.This mechanisim can be approached in the most sensitive way to other
points located around the machine also the parts attached on the T channel table. Angle head can be changed according to the position
of the workpiece horizontally, vertically or in an angled.And can be easily fixed in each desired angle.

Bluetech BHK series machines, are not using only tapping, they can also use for reaming, chamfering and die extrusion process.
You can do whole process within the shortest time and can fulfill the most accurate way.
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